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3.44 to 5Mwh Series Specification



SPOT VIEW

Note: The dashed portion of the topology diagram indicates that configurations can be added



SPOT VIEW

Note: The dashed portion of the topology diagram indicates that configurations can be added



3.44Mwh

ESS-3440  

Note: The dashed portion of the topology diagram indicates that configurations can be added

Dimension Drawing

TIP:By default, there is only one gird CB. Load, PV and DG CB are optional.STS is optional.



•   Cell Capacity （Ah） 280

•   Nominal Voltage （V） 1228.8

•   Configuration 10*1P384S

•   Voltage Range (V) 1075.2~1363.2

•   System Power (MWh) 3.44

•   Nominal Power (MW) 1.72

•   Weight (T) ≤37

•   Dimension (mm) 6058*2438*2896

•   Cooling Method Liquid Cooling

3.44Mwh -  Container Solution

TECHNICAL  PARAMETERS

•   Fire Protection Medium                                  Aerosol+Water

3.44Mwh•   Model



5.015Mwh

ESS-5015  

Note: The dashed portion of the topology diagram indicates that configurations can be added

Dimension Drawing

TIP:By default, there is only one gird CB. Load, PV and DG CB are optional.STS is optional.



•   Cell Capacity （Ah） 314

•   Nominal Voltage （V） 1331.2

•   Configuration 12*1P416S

•   Voltage Range (V) 1164.8~ 1476.8V

•   System Power (MWh) 5.015

•   Nominal Power (MW) 2.5

•   Weight (T) ≤43

•   Dimension (mm) 6058*2438*2896

•   Cooling Method Liquid Cooling

5Mwh -  Container Solution

TECHNICAL  PARAMETERS

•   Fire Protection Medium                                  Aerosol+Water

5.01Mwh•   Model



SPOT VIEW

Note: The dashed portion of the topology diagram indicates that configurations can be added


